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 SECURING WALL AND ROOF PANELS, THROUGH 
INSULATION, IN A NEW TIMBER FRAME HOUSE

Client/Owner:    Lake House Design    
Architects:     Rainey, Petite, Johns Ltd
Location:     Ventnor, Isle of Wight

As part of the restoration of an historic Victorian
estate, lake and walled garden, the owners have
constructed a new, environmentally and thermally
e!cient contemporary timber frame house. 

Known as the Haddon Lake House, the property
is designed in an oriental boat house style and 
sits at one end of the dredged lake and adjacent 
to the recreated 10,000 sqft walled garden.  

The two year project also involved extensive 
landscaping of the gardens which contain a
considerable collection of plants and trees. 
  
Requirements:
                l  The energy e!cient timber house has 
    Celotex insulation within all internal and 
    external walls, the roof and under the "oor 
             l  Structural battens were required to secure 
    the insulation to the timber frame, without 
    a#ecting its insulation properties

HELIFIX SOLUTION
l  As recommended by all leading insulation manufacturers,
    our stainless steel InSkew was used.  5,000 125mm InSkews
    were installed through the counterbattens and insulation to 
    provide a secure structural $xing to the timber frame

Bene!ts:  
l  Installed mechanically to provide a structural connection with exceptional holding power       
l  No splitting of timbers, no compression of insulation, no cold bridging
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